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SECTION SF 30 BLOCK 14 CONTINUATION PAGE
The following items are applicable to this modification:

NOTES
1. The purpose of this amendment is to answer a question.

QUESTION: Who do these part numbers in the solicitation belong to?
ANSWER: The part numbers belong to Standard Safety.

2. Contract Line Items 0001 through 0035 have been changed to Read “Manufacture Standard Safety OR EQUAL”.
If an EQUAL is provided, technical literature must be furnished in order to be considered responsive.

3. Prior to award, if technical literature conforms to the basic statement of work, the apparent low offeror may be
requested to submit a sample to determine if the contractor’s product is responsive.

4. Statement Of Work dated 8/14/06 is hereby incorporated into this solicitation and replaces the one dated 14 July
2006.

5. The solicitation closing date has changed to 31 August 2006 at 10:00 A.M. C.S.T.

6. All other terms and conditions remain unchanged.



Revised 14 Aug 2006
Statement of Work

1.0 Coveralls, Sandblast, w/side opening made of standard gralite material, P\VC coated, 80 square sheeting
material to be .020 thick +/-.002, w/reinforcing patches sewed and vulcanized to the upper sleeve, upper legs
and chest seams to be sewed w/acrylic thread and sealed with a strip of unsupported PVC film to provide a
liquid sand-tight seal, airline ventilation. "Equals will be accepted with technical literature".

Coveralls, Sandblast

2.0 Material shall be a vinyl coated fabric complying with the following requirements.

The base fabric shall have a weave in the range of 74 x 74 x 80 x 80 and made of preshrunk cotton. The coating
material shall be a polyvinyl chloride polymer applied to one (1) surface in such a manner as to impregnate the
individual threads without striking through to the reverse surface. The finished material shall be immediately
self extinguishing (Fire Retardant). The thickness of the material shall be .020, plus or minus .002. Itisa
critical requirement that the coating material be straight polyvinyl polymer in order to provide the necessary
abrasion resistance at any time and flexibility of the material at temperatures below 35 degrees F.

3.0 The suit shall be a one piece coverall. To provide maximum protection for the operator, the front of the
coverall shall be in one piece unbroken surface. To provide this solid panel, the zipper shall be moved to the left
edge of the front panel. The zipper shall be a nonseperating #6 chain, 26” long zipper covered with a flap. There
will be reinforced patches of same material to the sleeves, upper legs and chest. Sleeve piece 6” x 15 centered
over elbow, upper leg pieces from crotch 18” down front half from seam to seam. Chest piece from waistline
12” up from seam to seam in front.

4.0 Polyester thread shall be used in all stitching and the stitching used in attaching the reinforcing patches and
all seams shall be protected by applying a strip of unsupported plactic film identical to that used in the coating
of the has fabric. This film shall be a minimum of 5/8” wide and shall be centered over the stitching in question
after which it is to be electronically sealed to the base fabric with a sealing die in minimum 7/8” wide to protect
stitching from abrasion of the sandblast and leakage of sand dust through the seams.

5.0 Provision shall be made in the back center at the belt line to permit the use of a ventilation system. This
hole shall be 5/8” in diameter with a flap sewn and sealed above the hole to protect the interior when the
ventilation system is not used, but to give access when needed. Two snap fasteners shall be installed at the
bottom of the flap to secure it to the coverall when the ventilation is not used.

Prior to award, if technical literature conforms to the basic statement of work, the
apparent low offeror may be requested to submit a sample to determine if the contractor®s
product is responsive.
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